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Dimensions are in inches unless otherwise indicated.

. Conn .
Chain  No. of Falies Link fansiiog meatedl WY
DIED B Strength Working Weight
No. Strands Extra Pitch :
Max Min Load
Max
A B (¥ D E F G H J K Lbs Lbs Lbs/Ft
25 1 0.250 | 0.122 0.130 0.237 0.030 0.030 0.091 0.359 | 0.031 - 780 140 0.09
25-2 2 0250 | 0.122 0.130 0.237 0.030 0.030 0.091 0.611 0.031 0.252 1,560 240 0.17
25-3 3 0.250 | 0.122 0.130 0.237 0.030 0.030 0.091 0.859 | 0.031 0.252 2,340 320 0.26

35

Inside  Roller Plate U i Tensile Rated

Chain  No. of : : - Plate : ;
No.  Strands Width  Diam  Height ... Strength Working Weight

Min Max Max Min Load
Max

Lbs Lbs/Ft
35 1 0375 | 0184 | 0200 | 0.356 | 0.049 | 0.049 | 0.141 0.472 | 0.043 —_ 1,760 480 0.24
35-2 2 0375 | 0.184 | 0200 | 0.356 | 0.049 | 0.049 | 0.141 0.874 | 0.043 | 0399 | 3,520 810 0.47
35-3 3 0375 | 0.184 | 0200 | 0.356 | 0.049 | 0.049 | 0.141 1269 | 0.043 | 0.399 | 5280 | 1,200 0.70
35-4 4 0375 | 0.184 | 0.200 | 0.356 | 0.049 | 0.049 | 0.141 1665 | 0.043 | 0.399 | 7,040 | 1,580 0.94
35-5 5 0375 | 0.184 | 0.200 | 0.356 | 0.049 | 0.049 | 0.141 2.063 | 0.043 | 0399 | 8880 | 1,870 117
35-6 6 0375 | 0.184 | 0.200 | 0.356 | 0.049 | 0.049 | 0.141 2462 | 0.043 | 0.399 | 10,560 | 2,200 1.41
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Standard (===

Chain  No. of Roller i Tensile Rated
: Diam i Strength Working Weight
No. Strands ;
Max Min Load

Lbs Lbs/Ft
3,125 0.40
6,250 0.81
9,375 1.21
12,500 1.65

15,625 2.10
18,750 2.53

Dimensions are in inches unless otherwise indicated.

Chain  No. of Inside  Roller Plate i ?_?:: Trans Tensile Rated
. Pitth  Width Diam  Height : Strength Working Weight
No. Strands 4 Extra Pitch 5
Min Max Max Max Min Load

Lbs/Ft
0.28
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Standard s

Dimensions are in inches unless otherwise indicated.

Chain  No. of Roller i Tensile Rated
. Diam . Strength Working Weight
No. Strands z
Max Min (IET

Lbs Lbs/Ft
4,880 0.67
9,760 1.41

14,640 2.01
19,520 2.68
24,400 3.35
29,280 4.02

Dimensions are in inches unless otherwise indicated.

oaatn BNl af Inside  Roller

Tensile Rated
Strength Working Weight
Min Load

Width  Diam Trans

No. Strands Min Max

Lbs/Ft
0.99

2.05
297
3.97
4.96
5.80
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Roller Plate i Tensile Rated
Diam  Height . Strength Working Weight
Max Max Min (IGE

Chain  No. of
No. Strands
Lbs Lbs Lbs/Ft

12,500 | 3,300 1.86

25,000 | 5,610 370

37,500 | 8,250 5.56

50,000 | 10,890 | 7.50

62,500 | 12,870 | 9.38

75,000 | 15,810 | 11.26
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Dimensions are in inches unless otherwise indicated.
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Inside  Roller Plate i Tensile Rated

Width  Diam Height Tans  Strength Working Weight
Min Max Max Min (IGEL

Chain  No. of
No.  Strands
Lbs Lbs Lbs/Ft
19,530 | 5,060 2.82
39,060 | 8,600 5.64
58,590 | 12,650 | 8.44
78,120 | 16,690 | 11.26
97,650 | 19,700 | 14.07
117,180 | 23,200 | 16.88
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Dimensions are in inches unless otherwise indicated.

. Roller i : Tensile Rated
Sl b IET] . Tr_ans Strength Working Weight
No. Strands Extra Pitch :
Max Min Load
Max
A B (] D E F G H d K Lbs Lbs Lbs/Ft
120 1 1.500 0.993 0.875 1425 | 0.189 0.189 0.437 1.941 0.209 — 28,125 | 6,800 383
120-2 2 1.500 0.993 0.875 1425 | 0.189 0.189 0.437 3.728 0.209 1.789 | 56,250 | 11,560 7.39
120-3 3 1.500 0.993 0.875 1425 | 0.189 0.189 0.437 5.524 0.209 1.789 | 84,375 | 17,000 | 11.19
120-4 4 1.500 0.993 0.875 1425 | 0.189 0.189 0.437 7317 0.209 1.789 | 112,500 | 22,400 | 15.28
120-5 5 1.500 0.993 0.875 1425 | 0.189 0.189 0.437 9.109 0.209 1.789 | 140,625 | 26,520 | 18.36
120-6 6 1.500 0.993 0.875 1425 | 0.189 0.189 0.437 | 10.898 | 0.209 1.789 | 168,750 | 31,280 | 22.45

140

Dimensions are in inches unless otherwise indicated.

Chain  No. of Roller [ Toane Tensile Rated
. ET ] . . Strength Working Weight
No.  Strands Pitch z
Max Min (IGET
A B (o D E F G H J K Lbs Lbs Lbs/Ft
140 1 1.750 0.993 1.000 1.663 0.221 0.221 0.500 | 2.083 0.205 — 38,280 | 9,000 5.24
140-2 D 1.750 0.993 1.000 1.663 0.221 0.221 0.500 | 4.008 0.205 1.924 | 76,560 | 15,300 | 10.41
140-3 3 1.750 0.993 1.000 1.663 0.221 0.221 0.500 5.938 0.205 1.924 | 114,840 | 22,500 | 15.48
140-4 4 1.750 0.993 1.000 1.663 0.221 0.221 0.500 7.868 0.205 1.924 | 153,120 | 29,700 | 20.64
140-5 5 1.750 0.993 1.000 1.663 0.221 0.221 0.500 9.799 0.205 1.924 | 191,400 | 35,100 | 25.53
140-6 6 1.750 0.993 1.000 1.663 0.221 0.221 0.500 | 11.722 | 0.205 1.924 | 229,680 41,400 | 30.31

@erval Industria



=

Standard (===
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Dimensions are in inches unless otherwise indicated.

e | Inside  Roller Plate i i Link Teams Tensile Rated
) Width  Diam  Height g 3 Strength Working Weight
No. Strands g Extra Pitch ;
Min Max Max Min Load
Max
A B G D E F G H J K Lbs Lbs Lbs/Ft
160 1 2.000 1.242 1.125 1.900 | 0.250 0.250 0.563 2484 | 0.256 — 50,000 | 11,900 6.99
160-2 2 2.000 1.242 18125 1.900 | 0.250 0.250 0.563 4787 | 0.256 2.305 | 100,000 | 20,230 | 13.84
160-3 3 2.000 1.242 1.125 1.900 | 0.250 0.250 0.563 7.100 | 0.256 2.305 | 150,000 | 29,750 | 20.77
160-4 4 2.000 1.242 1.125 1.900 | 0.250 0.250 0.563 9.409 | 0.256 2.305 | 200,000 | 39,270 | 27.60
160-5 5 2.000 1.242 1.125 1.900 | 0.250 0.250 0.563 | 11.710 | 0.256 2.305 | 250,000 | 46,410 | 34.64
160-6 6 2.000 1.242 1.125 1.900 | 0.250 0.250 0.563 | 14.015 | 0.256 2.305 | 300,000 | 54,740 | 41.54

Chain  No. of quler Pllate [ Tensile Rau?d _
Moo fat Diam  Height Strepgth Working Weight
Max Max Min Load
A B C D E k G H J K Lbs Lbs Lbs/Ft
180 1 2250 | 1397 | 1406 | 2139 | 0.281 | 0.281 | 0.688 | 2782 | 0.311 — 63,280 | 13,000 | 9.34
180-2 2 2250 | 1397 | 1406 | 2139 | 0.281 | 0.281 | 0.688 | 5378 | 0311 | 2592 |126,560| 22,100 | 18.57
180-3 3 2.250 1.397 1.406 2139 0.281 0.281 0.688 7.971 0.311 2592 | 189,840 | 32,500 | 27.81
180-4 4 2250 | 1397 | 1406 | 2139 | 0.281 | 0.281 | 0.688 | 10.563 | 0.311 | 2.592 |253,120| 42,900 | 37.05
180-5 5 2250 | 1397 | 1406 | 2139 | 0.281 | 0.281 | 0.688 | 13.156 | 0.311 | 2.592 |316,400 | 50,700 | 46.36
180-6 6 2250 | 1397 | 1406 | 2139 | 0.281 | 0.281 | 0.688 | 15748 | 0.311 | 2.592 |379,680| 59,800 | 55.61
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Dimensions are in inches unless otherwise indicated

Chain  No. of Inside  Roller Plate i T Tensile Rated
No Slra;n 0 Width  Diam  Height Pitch Strength Working Weight|
. Min Max Max Min Load
A B C D E F G H J K Lbs Lbs Lbs/Ft
200 1 2.500 1.490 1.562 2.377 0.320 0.320 0.781 3.028 0.354 — 78,125 | 16,000 | 11.59

200-2 2 2.500 1490 | 1.562 | 2377 | 0320 | 0.320 | 0.781 5846 | 0.354 | 2.817 | 156,250 | 27,200 | 23.05
200-3 3 2.500 1.490 | 1.562 | 2377 | 0320 | 0320 | 0.781 9.023 | 0354 | 2.817 |234,375| 40,000 | 34.30
200-4 4 2.500 1490 | 1562 | 2377 | 0320 | 0.320 | 0.781 | 11.489 | 0.354 | 2.817 |312,500 | 52,800 | 46.10
5
6

200-5 2500 | 1.490 | 1562 | 2377 | 0320 | 0320 | 0.781 | 13.955 | 0.354 | 2.817 | 390,625 | 62,400 | 57.15
200-6 2500 | 1490 | 1562 | 2377 | 0320 | 0320 | 0.781 | 16.422 | 0.354 | 2.817 |468,750| 73,600 | 68.61

Dimensions are in inches unless otherwise indicated.

T Inside Roller Plate Ir::: ' | Tensile Rated

. Width Diam  Height : Strength Working Weight
No.  Strands R Thick :
Min Max Max Min Load
Max

A B G D E F G H d K Lbs Lbs Lbs/Ft
240 1 3.000 1.864 1.875 2.852 0.375 0.375 0.938 3.719 0.414 — 112,500 | 22,000 16.75
240-2 2 3.000 1.864 | 1.875 | 2.852 | 0375 | 0.375 | 0.938 | 7.179 | 0.414 | 3.458 |225,000| 37,400 | 33.50
240-3 3 3.000 1.864 | 1.875 | 2.852 | 0375 | 0.375 | 0.938 | 10.642 | 0.414 | 3.458 | 337,500 | 55,000 | 50.25
240-4 4 3.000 1.864 | 1.875 | 2.852 | 0375 | 0.375 | 0.938 | 14.101 | 0.414 | 3.458 |450,000| 72,600 | 67.00
240-5 5 3.000 1.864 1.875 2.852 0.375 0.375 0.938 17.561 0.414 3.458 | 562,500 | 85,800 | 83.75
240-6 6 3.000 1.864 | 1.875 | 2.852 | 0375 | 0.375 | 0.938 | 21.020 | 0.414 | 3.458 |675,000 | 101,200 | 100.50
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British Standard Roller Chain

Standard (=S
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i

Tooo00

Dimensions are in inches unless otherwise indicated.

. Conn :
. Roller " Tensile  Rated
G L Diam g Ll Strength Working Weight

No. No. Max Extra Pitch Min Yeed

Max

Lbs Lbs Lbs/Ft

SINGLE STRAND

068 32 0.375 | 0.225 | 0.250 | 0.325 0.051 0.041 0.129 | 0.492 0.051 —_ 2,001 395 0.26
08B 42 0.500 | 0.305 | 0.335 | 0.465 0.061 0.061 0.175 | 0.669 0.059 . 4,002 700 0.47
10B 52 0.625 | 0.380 | 0.400 | 0.580 0.061 0.061 0.200 | 0.740 0.051 — 4,991 1,100 0.62
12B 62 0.750 | 0.460 | 0.475 | 0.635 0.071 0.071 0.225 | 0.862 0.043 — 6,497 1,575 0.81
16B 82 1.000 | 0.670 | 0.625 | 0.830 0.162 0.122 0.326 | 1.374 0.087 —_ 13,489 | 2,810 1.88
208 102 | 1.250 | 0.770 | 0.750 | 1.040 0.182 0.142 0.401 | 1.567 0.106 — 21,357 | 4,370 2.59
24B 122 | 1.500 | 1.000 | 1.000 | 1.315 0.240 0.200 0.576 | 2.071 0.268 — 35,970 | 6,130 5.01
28B 142 | 1.750 | 1.220 | 1.100 | 1.460 0.300 0.250 0.626 | 2.529 0.268 — 44,960 | 7,650 6.26
328 162 | 2.000 | 1.220 | 1.150 | 1.665 0.280 0.250 0.702 | 2.498 0.315 — 56,200 | 9,367 6.77
408 202 | 2.500 | 1.547 | 1.550 | 2.085 0.320 0.320 0.902 | 3.081 0.374 — 79,804 | 13,300 | 11.06
DOUBLE STRAND

06B-2 | 32-2 | 0.375 | 0.225 | 0.250 | 0.325 0.051 0.041 0.129 | 0.906 0.051 0.403 3,800 670 0.50
08B-2 | 42-2 | 0.500 | 0.305 | 0.335 | 0.465 0.061 0.061 0.175 | 1.197 0.059 0.548 6,992 1,185 0.93
10B-2 | 52-2 | 0.625 | 0.380 | 0.400 | 0.580 0.061 0.061 0.200 | 1.394 0.051 0.654 | 10,004 | 1,870 1.21
12B-2 | 62-2 | 0.750 | 0.460 | 0.475 | 0.635 0.071 0.071 0.225 | 1.630 0.043 0.767 | 12,994 | 2,680 1.61
16B-2 | 82-2 | 1.000 | 0.670 | 0.625 | 0.830 0.162 0.122 0.326 | 2.630 0.087 1.256 | 23,830 | 4,780 3.69
20B-2 | 102-2 | 1.250 | 0.770 | 0.750 | 1.040 0.182 0.142 0.401 | 3.020 0.106 1436 | 38,218 | 7,430 5.23
24B-2 | 122-2 | 1.500 | 1.000 | 1.000 | 1.315 0.240 0.200 0.576 | 3.988 0.268 1.905 | 62,946 | 10,270 | 9.92
28B-2 | 142-2 | 1.750 | 1.220 | 1.100 | 1.460 0.300 0.250 0.626 | 4.874 0.268 2345 | 80,931 | 13,488 | 12.46
32B-2 | 162-2 | 2.000 | 1.220 | 1.150 | 1.665 0.280 0.250 0.702 | 4.807 0.315 2.305 | 101,164 | 16,860 | 13.47
40B-2 | 202-2 | 2.500 | 1.547 | 1.550 | 2.085 0.320 0.320 0.902 | 5.930 0.374 2.846 | 141,630 | 26,000 | 21.98
TRIPLE STRAND
06B-3 | 32-3 | 0.375 | 0.225 | 0.250 | 0.325 0.051 0.041 0.129 | 1.312 0.051 0.403 5,598 1,000 0.74
08B-3 | 42-3 | 0.500 | 0.305 | 0.335 | 0.465 0.061 0.061 0.175 | 1.745 0.059 0.548 | 10,004 | 1,750 1.38
10B-3 | 52-3 | 0.625 | 0.380 | 0.400 | 0.580 0.061 0.061 0.200 | 2.049 0.051 0.654 | 14,994 | 2,750 1.70
12B-3 | 62-3 | 0.750 | 0.460 | 0.475 | 0.635 0.071 0.071 0.225 | 2.399 0.043 0.767 | 19,490 | 3,930 2.41
16B-3 | 82-3 | 1.000 | 0.670 | 0.625 | 0.830 0.162 0.122 0.326 | 3.885 0.087 1.256 | 35968 | 7,025 5.46
20B-3 | 102-3 | 1.250 | 0.770 | 0.750 | 1.040 0.182 0.142 0.401 | 4.460 0.106 1.436 | 56,200 | 10,925 | 7.81
24B-3 | 122-3 | 1.500 | 1.000 | 1.000 | 1.315 0.240 0.200 0.576 | 5.898 0.268 1.905 | 95,540 | 15,100 | 14.91
28B-3 | 142-3 | 1.760 | 1.220 | 1.100 | 1.460 0.300 0.250 0626 | 7.222 0.268 2.345 | 119,144 | 19,125 | 18.76
32B-3 | 162-3 | 2.000 | 1.220 | 1.150 | 1.665 0.280 0.250 0702 | 7.112 0.315 2.305 | 150,616 | 21,850 | 20.10
40B-3 | 202-3 | 2.500 | 1.547 | 1.550 | 2.085 0.320 0.320 0.902 | 8.778 0.374 2.846 | 213,560 | 32,000 | 32.76

@erval Industria



	Page 1
	Page 2
	Page 3
	Page 4
	Page 5
	Page 6
	Page 7
	Page 8

